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GOOD NECK DUCT ROOFTOP PENETRATION

WEATHER PROOF ELECT. BOX

EB

RV

ROOFTOP VENT PENETRATION

RD

VENT STACK PIPE PENETRATION

V

NEW RETROFIT (DRAIN INSERT) TO EXISTING ROOF

DRAINS (ROD OUT AND CLEAN EXISTING DRAIN

PIPES), PROVIDE NEW 48"x48" SUMP (TAPERED TO

DRAIN)

NEW TAPERED POLYISOCYANATE INSULATION

CANT (1:1/4)

RF

ROOFTOP FAN PENETRATION

SPR

SCUPPER DRAIN BOX

ROOFTOP EXHAUST FAN

G

GAS/FUEL PIPE PENETRATION

SYMBOL DESCRIPTION

LEGEND

GENERAL NOTES

GENERAL CONTRACTOR TO COORDINATE ALL ROOFING PENETRATIONS

AND EQUIPMENT WITH HEATING & VENTILATING, PLUMBING AND

ELECTRICAL WORK

INDICATES ITEMS OR AREAS OF DEMOLITION

REMOVE EXISTING METAL GRAVEL STOPS, FACIA TRIM,

FASTENERS AND ASSOCIATED MATERIALS.

NOTE D1:

REMOVE EXISTING WALK PADS/GRAVEL

REMOVE EXISTING WEATHER BOX AND ASSOCIATED MATERIAL

NOTE D2:

REMOVE/ DISCONNECT EXISTING WEATHER STATION AND

CAREFULLY STORE UNTIL AS NECESSARY FOR NEW ROOFING

WORK; REINSTALL/ RECONNECT AS REQUIRED ON VENT STACK

WHEN NEW WORK IS COMPLETE

NOTE D4:

NOTE D3:

GNV

EF

EXISTING ADHERED GRAVEL WALKING SURFACE TO

BE REMOVED

CAREFULLY REMOVE MOUNTING BRACKETS FOR CHIMNEY AS

REQUIRED FOR NOW FACIA INSTALLATION; REINSTALL

BRACKETS/FASTERNERS WHEN NEW WORK IS COMPLETE

NOTE D5:

1.

DEMOLITION/ WORK  NOTES

EXERCISE GREAT-CARE WHEN LIFTING EXISTING COUNTER- FLASHING

MATERIALS.  DO NOT DAMAGE. PERFORM ANY NEEDED REPAIRS TO

EXISTING COUNTER- FLASHING TO PROVIDE A WATERTIGHT DETAIL AT

WALLS.

3.

REMOVE & REPLACE ALL DAMAGED WD BLK'G WHICH MAY EXIST.

2.

EXISTING CONDUIT AND CABLES ARE TO BE CAREFULLY

LIFTED OUT OF HARMS WAY FOR THE INSTALLATION OF NEW

ROOF.

NOTE D6:

EXISTING ROOF LADDERS TO BE SCRAPED AND REPAINTEDNOTE D7:

HP

HIGH POINT

INDICATES ROOF/SULLATION SLOPE

HIGH ROOF

INDICATES CHANGE IN ROOF ELEVATIONS; HEIGHTS

VARY AND SHALL BE VERIFIED IN FIELD

LOW ROOF

REMOVE EXISTING ROOFING SYSTEM; INCLUDING ALL

MEMBRANES, GRAVEL, INSULATION, POCKETS, CANTS AND

ASSOCIATED MATERIALS TO EXISTING CONCRETE DECK. INSTALL

NEW 90 MIL. EPDM ROOFING MEMBRANE (30 YEAR) FULLY

ADHERED TO 1/2" PROTECTION BOARD, OVER 7", (TOTAL

THICKNESS) POLYISOCYANURATE ROOFING INSULATION

(R38),OVER CONTINUOUS VAPOR BARRIER MECHANICALLY

FASTENED TO EXISTING CONCRETE DECK

NEW ROOF WALKWAY TILES

(WHERE INDICATED)
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WEATHER STATION

ANT

ANTENNA

WM

WATER METER ANTENNA RELAY

#

INDICATES TEST CUT LOCATION AND NUMBER
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RESULTS

TEST CUT 1:
AREA A @ HIGH POINT, CENTER - CONCRETE DECK, HOT MOP, 3”
INSULATION, 1” FIBERBOARD, MULTI-PLY BUILT UP ROOFING

TEST CUT 2:
AREA A @ ROOF DRAIN, ROOF EDGE - CONCRETE DECK, HOT MOP,
3” INSULATION, 1” FIBERBOARD, MULTI-PLY BUILT UP ROOFING -
SEE A/A1.0

TEST CUT 3:
AREA A @ ROOF EDGE, ROOF EDGE - CONCRETE DECK, HOT MOP, 3”
INSULATION, 1” FIBERBOARD, MULTI-PLY BUILT UP ROOFING -
SEE A/A.10
ROOF EDGE BLOCKING : (3) 2x12 W/ 2x4 @ TOP EDGE - SEE B/A1.0

TEST CUT 4:
AREA C @ HIGH POINT, CENTER - CONCRETE DECK, HOT MOP, 3”
INSULATION, 1” FIBERBOARD, MULTI-PLY BUILT UP ROOFING -
SEE A/A1.0

TEST CUT 5:
AREA B @ MID-POINT POINT, CENTER - CONCRETE DECK, HOT MOP,
3” INSULATION, 1” FIBERBOARD, MULTI-PLY BUILT UP ROOFING -
SEE A/A1.0

TEST CUT 6:
AREA D @ HIGH POINT, CENTER - CONCRETE DECK, HOT MOP, 3”
INSULATION, 1” FIBERBOARD, MULTI-PLY BUILT UP ROOFING -
SEE A/A1.0
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SHEET METAL BLIND

NAILER

CONT. BEAD OF

WATER CUT-OFF

MASTIC

ANCHOR FASTENERS

@ 4" O.C. MAX. W/ (2)

FASTENERS PER

NAILER, MIN.

1

2

" MIN.

AXONOMETRIC

AXONOMETRIC

PLAN

SHEET METAL OR

FLASHING

CONT. BEAD OF

SEALANT

INDICATES EXISTING CONSTRUCTION TO

REMAIN

GENERAL NOTES:

1. GENERAL CONTRACTOR TO COORDINATE ALL ROOFING

PENETRATIONS AND EQUIPMENT WITH HEATING & VENTILATING,

PLUMBING AND ELECTRICAL WORK

2. REMOVE AND REPLACE ALL DAMAGED WOOD BLOCKING WHICH MAY

EXIST

3. EXERCISE GREAT CARE WHEN LIFTING EXISTING

COUNTER-FLASHING MATERIALS. DO NOT DAMAGE. PERFORM ANY

NEEDED REPAIRS TO EXISTING COUNTER-FLASHING TO PROVIDE A

WATER TIGHT DETAIL AT WALLS

LEGEND:

EXISTING CURTAIN

WALL SYSTEM
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BONDING ADHESIVE

ALUMINUM FASCIA

NEW 2x6 & 2X12 CONTINUOUS

P.T. BLOCKING FASTENED TO

EXISTING BLOCKING

EPDM ROOFING

MEMBRANE (WRAP UP AND

OVER ROOF EDGE)

EXISTING

EXTERIOR

MASONRY WALL

ALUMINUM

FASCIA

ALUMINUM

FASCIA CLEAT

ALUMINUM FASCIA CLEAT

AIR/ VAPOR BARRIER

1/2" PROTECTION BOARD

7" RIGID ROOFING

INSULATION

CONCRETE FASTENERS

ALUMINUM

FASCIA

ALUMINUM

FASCIA CLEAT

CONTINUOUS

LAP SEALANT

ALUMINUM DOME

STAINLESS STEEL STUDS,

WASHERS & NUTS

CLAMPING RING

ALUMINUM FLANGE

2x P.T. NAILER

FASTENERS

BONDING ADHESIVE

EPDM ROOFING

MEMBRANE

AIR/ VAPOR BARRIER

1/2" PROTECTION BOARD

7" RIGID ROOFING

INSULATION

CONCRETE FASTENERS

RUBBER SEAL

ALUMINUM DRAIN INSERT

EXISTING DRAIN BOWL & LEADER

CONTINUOUS WATERBLOCK

2'-0" MIN.

C

L

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

AIR/ VAPOR BARRIER

7" RIGID ROOFING INSULATION

CONCRETE FASTENERS

1/2" PROTECTION BOARD

EPDM MEMBRANE FLASHING

EPDM MEMBRANE PRIMER

BATTEN &  FASTENER @12"

O.C. APPLY SEALANT OVER

FASTENER HEAD

EXISTING

MASONRY WALL

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

TERMINATION BAR

MASONRY FASTENER

CONTINUOUS WATERBLOCK

CONTINUOUS LAP SEALANT

EXISTING L.C.C. FLASHING:

LIFT CAREFULLY & RE-SET

WHEN FLASHING INSTALL IS

COMPLETE

EXISTING VENT STACK

HIGH GRADE SEALANT

CONTINUOUS LAP SEALANT

FIELD FABRICATED METAL

HOOD

PRE-MOLDED PIPE FLASHING

CONTINUOUS LAP SEALANT

EPDM MEMBRANE FLASHING

EPDM MEMBRANE PRIMER

CONTINUOUS LAP SEALANT

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

AIR/ VAPOR BARRIER

7" RIGID ROOFING

INSULATION

CONCRETE

FASTENERS

1/2" PROTECTION BOARD

EXISTING CONCRETE DECK

EXISTING CONCRETE DECK

EXISTING CONCRETE DECK

EXISTING CONCRETE DECK

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

AIR/ VAPOR BARRIER

7" RIGID ROOFING INSULATION

CONCRETE FASTENERS

1/2" PROTECTION BOARD

EPDM MEMBRANE FLASHING

EPDM MEMBRANE PRIMER

BATTEN &  FASTENER @12"

O.C. APPLY SEALANT OVER

FASTENER HEAD
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BONDING ADHESIVE

EPDM ROOFING MEMBRANE

TERMINATION BAR

MASONRY FASTENER

CONTINUOUS WATERBLOCK

CONTINUOUS LAP SEALANT

METAL COUNTER-FLASHING

EXISTING STONE SILL

EXISTING COUNTER-FLASHING

BEYOND

EPDM MEMBRANE FLASHING

EPDM MEMBRANE PRIMER

FASTENER & 2" METAL PLATE

@ 12" O.C. MAX

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

TERMINATION BAR

MASONRY FASTENER

CONTINUOUS WATERBLOCK

CONTINUOUS LAP SEALANT

EXISTING COUNTER-FLASHING:

LIFT CAREFULLY & RE-SET

WHEN FLASHING INSTALL IS

COMPLETE

EXISTING CONCRETE DECK

EXISTING FAN CURB

EXISTING FAN TOP

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

(CARRY UP CURB)

AIR/ VAPOR BARRIER

7" RIGID ROOFING

INSULATION

CONCRETE FASTENERS

1/2" PROTECTION BOARD

REINFORCED PERIMETER

FASTENING STRIP

EPDM MEMBRANE PRIMER

FASTENER & 2" METAL

PLATE @ 12" O.C. MAX

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

GALVANIZED ROOF NAILS

GASKETED  FASTENER

EXISTING FAN COVER

EXISTING CONCRETE DECK

EXISTING FAN TOP

METAL COUNTER-FLASHING

NEW INSULATED MTL. CURB

WOOD NAILER

NOTE:

1. EXISTING EXHAUST FAN

UNIT TO BE DISCONNECTED

& REMOVED FOR THE

INSTALLATION OF THE NEW

CURB; REINSTALL UNIT

AFTER NEW WORK IS

COMPLETE

2. COORDINATE SIZE OF

NEW CURB WITH SIZE OF

EXISTING EXHAUST  FAN

UNIT AND ROOF OPENING

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

AIR/ VAPOR BARRIER

7" RIGID ROOFING

INSULATION

CONCRETE FASTENERS

1/2" PROTECTION BOARD

EPDM MEMBRANE PRIMER

FASTENER & 2" METAL

PLATE @ 12" O.C. MAX

FASTENER

CONTINUOUS LAP SEALANT

EXISTING COUNTER-FLASHING:

LIFT CAREFULLY & RE-SET

WHEN FLASHING INSTALL IS

COMPLETE

TERMINATION BAR

CONTINUOUS WATERBLOCK

REINFORCED PERIMETER

FASTENING STRIP

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

EXISTING CONCRETE DECK

EXISTING

ROOF HATCH

BONDING ADHESIVE

ALUMINUM FASCIA

NEW (2) CONTINUOUS P.T.

BLOCKING WITH PLYWOOD

FILL FASTENED TO

EXISTING BLOCKING

EPDM ROOFING

MEMBRANE

1/2" EXTERIOR GRADE

PLYWOOD

ALUMINUM FASCIA CLEAT

AIR/ VAPOR BARRIER

1/2" PROTECTION BOARD

7" RIGID ROOFING
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SEALANT
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2x4 P.T. BLOCKING

1/2" PROTECTION BOARD

TAPERED INSULATION

(TO DRAIN)

MATCH
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CONSTRUCTION

STAINLESS STEEL

FASTENERS

ALUMINUM

FORMED GUTTER

GUTTER
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RECONNECT
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DOWNSPOUT

EXISTING CANOPY

CONSTRUCTION

GALVANIZED

ROOFING

NAILS

GALVANIZED

ROOFING

NAILS

GALVANIZED

ROOFING

NAILS

EPDM MEMBRANE FLASHING

EPDM MEMBRANE PRIMER

CONTINUOUS LAP SEALANT

GALVANIZED

ROOFING NAILS

2x4 P.T. BLOCKING

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

TAPERED INSULATION

CONCRETE FASTENERS

1/2" PROTECTION BOARD

AIR/ VAPOR BARRIER

SEE DETAIL  3/A3.0 FOR

SIMILAR DETAIL NOTES

EXISTING METAL

FASCIA TO

REMAIN

HIGH GRADE SEALANT

CONTINUOUS LAP SEALANT

FIELD FABRICATED METAL

HOOD

PRE-MOLDED PIPE FLASHING

CONTINUOUS LAP SEALANT

EPDM MEMBRANE FLASHING

EPDM MEMBRANE PRIMER

CONTINUOUS LAP SEALANT
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EPDM ROOFING MEMBRANE

AIR/ VAPOR BARRIER

7" RIGID ROOFING
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1/2" PROTECTION BOARD

EXISTING CONCRETE DECK
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EPDM MEMBRANE PRIMER
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AIR/ VAPOR BARRIER
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FASCIA IN COLOR SIZE
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MASONRY WALL
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MASONRY WALL
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EPDM MEMBRANE PRIMER

CONTINUOUS LAP SEALANT
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2x4 P.T. BLOCKING
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EPDM ROOFING MEMBRANE
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CONCRETE FASTENERS

1/2" PROTECTION BOARD
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ROOFING NOTES:

REMOVE EXISTING ROOFING SYSTEM; INCLUDING ALL MEMBRANES,

GRAVEL, INSULATION, POCKETS, CANTS AND ASSOCIATED

MATERIALS TO EXISTING CONCRETE DECK. INSTALL NEW 90 MIL.

EPDM ROOFING MEMBRANE (30 YEAR) FULLY ADHERED TO 1/2"

PROTECTION BOARD, OVER 7", (TOTAL THICKNESS)

POLYISOCYANURATE ROOFING INSULATION (R38),OVER CONTINUOUS

VAPOR BARRIER MECHANICALLY FASTENED TO EXISTING CONCRETE

DECK

1.

BONDING ADHESIVE

EPDM ROOFING MEMBRANE

AIR/ VAPOR BARRIER

7" RIGID ROOFING INSULATION

CONCRETE FASTENERS

1/2" PROTECTION BOARD

EPDM MEMBRANE FLASHING

EPDM SPLICE TAPE

EPDM MEMBRANE PRIMER

3"
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MAX

5"
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ROOFING
DETAILS

A3.0
1

2

SCALE: 1 1/2" = 1'-0"

DETAIL @ ROOF EDGE (TYPICAL)

3

SCALE: 1 1/2" = 1'-0"

DETAIL @ ROOF DRAIN RETROFIT (TYPICAL)

SCALE: 1 1/2" = 1'-0"

DETAIL @ MASONRY WALL TRANSITION

SCALE: 1 1/2" = 1'-0"

DETAIL @ GOOSE NECK VENT PENETRATION

5

SCALE: 1 1/2" = 1'-0"

DETAIL @ CANOPY ROOF EDGE (TYPICAL)

6

SCALE: 1 1/2" = 1'-0"

DETAIL @ VENT STACK PENETRATION  (TYPICAL)

7

SCALE: 1 1/2" = 1'-0"

DETAIL @ CONDUIT PENETRATION (PITCH POCKET)

8

SCALE: 1 1/2" = 1'-0"

DETAIL @ EXISTING EXHAUST FAN (TYPICAL)

5

SCALE: 1 1/2" = 1'-0"

DETAIL @ FASCIA EXTENSION ALONG MASONRY VENEER

9

SCALE: 1 1/2" = 1'-0"

DETAIL @ CANOPY ROOF EDGE (SCUPPER BOX)

10

1 1/2" = 1'

DETAIL @ LOW WINDOW TRANSITION

11

SCALE: 1 1/2" = 1'-0"

DETAIL @ EXISTING ROOF HATCH

12

SCALE: 1 1/2" = 1'-0"

DETAIL @ ROOF EDGE (AREA E) - ALTERNATE #1

13

SCALE: 1 1/2" = 1'-0"

DETAIL @ ROOF EDGE (AREA E) - ALTERNATE #1

14

SCALE: N.T.S.

DETAIL @ CANOPY ROOF EDGE (AREA D)

15

16

SCALE: 1 1/2" = 1'-0"

DETAIL @ EXISTING EXHAUST FAN (MODIFIED CURB)

17

SCALE: 1 1/2" = 1'-0"

TYPICAL BLIND NAILER DETAILS

18

SCALE: 1 1/2" = 1'-0"

TYPICAL LAP SPLICE DETAIL


